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GEMI M/43

Electro aspirador para chimeneas
Electric Exhaust for Flues

Regulador de 6 velocidades
Consumo eléctrico de 24 a 135 watt
Revoluciones de 210 a 1433
Depresión generada de 10 a 200 Pa
Tensión aplicada al motor de 68 a 220 V
Modelo única para chimenea de Ø 100 ÷ 400 mm.  

6-Speed Regulator
Absorption : 24 to 135 watt
RPM : 210 - 1433
Vacuum generated from 10 to 200 Pa
Voltage applied to motor :  68 - 220 Volt
Single model for � ues with 100 ÷ 400 mm Ø.

Regulador de tiro
Draught regulator

Regulador de tiro según norma DPR 1390 UNI 
7129 y UNI 9615 realizado según DIN 4795 para el 
funcionamiento en contínuo en instalaciones de 
dalidas de humos con regulación de tiro

Cuerpo en acero inox, fijación mediante albañilería 
o con abrazadera. Sólo Mod Z180: sistema de 
regulación con doble contrapeso en latón, cojinetes 
autolimpiantes externos al flujo de humos, tornillos
 de fijación de la mariposa de regulación.  

Mod. Ø nom. 
(mm)

Caudal m3/h p5/40 (Pa)
Flow rate  m //h at p5/40 (Pa)

Regulación de tiro (Pa)
Draught regulation (Pa)

Z150 150 140/300 10÷35

Z180 180 190/360 10÷60

Z180Z150

Draught regulator by the norm din 4795 for continous 
working in � ue made to keep the right draught.

Stainless steel body, � xing frame for masonry or with 
clamp. Only mod. z 180: regulation system with double 
brass balance weight, self-cleaning bearing external of 
the smokes � ow, with �  xing screw of the regulation 
butter� y.


